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Storage 
 EGR Zenolite® / Zenolex® sheet is shipped on pallets packaged in polyethylene  film overwrap, which 

creates protection of the sheets from dirt and moisture. 

 The overwrap should be left intact during storage to protect the sheet. Pallets can be stacked to maximize 
storage space. If various sizes are stacked horizontally, the larger sheets should be at the bottom to avoid 
unsupported overhang & the use of a sacrificial interlayer between the pallets to distribute the weight. 

 EGR Zenolite® / Zenolex® sheet is supplied with a protective polyethylene masking on both surfaces. The 
masked sheet must NOT be stored in direct sunlight & heat for prolonged periods of time. Prolonged 
exposure to direct sunlight may make the masking brittle as well as leaving adhesive residue, which can 
cause the masking to tear upon removal. 

 EGR Zenolite® / Zenolex® sheet should not be stored near radiators or steam pipes or other heat sources, 
as excessive heat tends to soften and deform acrylic / polycarbonate sheet. 

 Do not store sheets near or expose them to solvent vapours that may penetrate the masking and damage 
the sheet surface. 

Removing Masking 
 The EGR Zenolite® / Zenolex® sheet masking should be left in place during cutting operations and 

installation to protect the sheet surface.  

 During installation please roll back the masking from the sheet edge to avoid placement of the masking into 
any  glazing channels. 

 Do not use gasoline or sharp edged objects such as razor blades to remove masking which may be adhered 
to the sheet . 

Cleaning 
 EGR Zenolite®  acrylic / Zenolex® polycarbonate sheets should be cleaned regularly. 

 As a result of the production process, EGR Zenolite® / Zenolex® has a smooth, non porous surface that is 
retained even after long term outdoor exposure.  

 Dirt will not readily adhere to this polished surface, as a result, rain or the dew that frequently forms in the 
evening, will create a self cleaning circumstance.  

 Should special circumstances make it desirable to clean the sheet, cleaning is best achieved with warm 
water using a soft cloth / sponge & a medium pressure washer. 

 Do not scrub or use harsh instruments, such as brushes. 

 Repeat the cleaning & rinse with warm water, drying with a soft cloth to avoid water spotting. 

 EGR Zenolite® / Zenolex® sheets should not be exposed to the effects of uncompatible chemicals. 

 EGR Zenolite® / Zenolex® sheets should not be exposed to be uncompatible adhesives/sealants or incorrect 
glazing gaskets which may have a detrimental effect on the panel. 

WARNING 
 DO NOT USE: window cleaning sprays, kitchen scouring compounds or solvents such as acetone, gasoline, 

benzene, alcohol, carbon tetrachloride, or lacquer thinner. 
 

 
This information provided in this document is based on our knowledge & experience to date. It does not release the user from the obligation of 
conducting his own tests & trials, in view of the many factors that may effect the processing and application, neither do they imply and legally 
binding assurance of certain properties or of suitability for a specific purpose. It is the responsibility of those whom EGR (Oakmoore Pty Ltd) 
supply our products to ensure that any proprietary rights and exisiting laws & legislation are observed. 

 

Zenolite® Acrylic Sheet / Zenolex® Polycarbonate Sheet 

Handling & Care Advice 



 

 
                                                                                                                                              30

th
 June 2017 

 
 
 
 
 
 
 

Avoidance of Static Charges 
 Owing to their excellent insulating properties, most plastics including EGR Zenolite® & EGR Zenolex®, show 

high surface and volume resistivity.  

 As a result, they may become statically charged with the associated negative effects of dust attraction and 
(rarely) flashover.  

Static charges may build up due to: 

1. Mechanical friction in contact with solid objects, cloths or polishing agents; 
2. Friction produced by dry air currents, for example; removal of the masking film from the sheet. 

 

Scoring and Marking 
 The PE (polyethylene) masking film is intended to protect EGR Zenolite® / Zenolex® sheets during 

transport and storage. This protective film should remain on the sheet during all machining operations, 
and is best left on until the finished part is in its final place. 

 Marking out of drill holes, contours or edges to be cut off is therefore done on the masking film. If the 
latter has already been removed, use special pencils (e. g. soft lead) for marking out directly on the 
sheet surface. 

 Static charging upon removal of the masking film can cause an electron surplus on one sheet surface 
and electron deficiency on the other. The charge may vary on the same surface of a sheet or finished 
item. Rinsing with water is the simplest form of external antistatic  treatment. 

 Another economical method is blowing the sheet or parts there of, down with ionized air. The effect, 
however, is of a fairly short duration, e. g. just long enough for the next work step to be performed. 
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