
EGR Extrusion - Zenolex FR PC
Zenolex FR PC
RAPID EXTINGUISHING POLYCARBONATE 

ZENOLEX FR PC PROPERTIES VALUE UNIT TEST METHOD

GENERAL

8002:26 OSI%2.0noitprosbA retaW

MECHANICAL
2102:2-725 OSIaPM06htgnertS elisneT

Tensile Strain at Break 80 % ISO 527-2:2012
2102:2-725 OSIaPM0032suludoM elisneT

B,A dohteM 9102:871 OSIaPM09htgnertS laruxelF
B,A dohteM 9102:871 OSIaPM0032suludoM laruxelF

Rockwell Hardness, L-scale 100 ASTM D785
Rockwell Hardness, M-scale N/A ASTM D785
Rockwell Hardness, R-scale N/A ASTM D785

THERMAL

Heat Deflection Temperature, 1.82MPa 125 ˚C DIN53752
-5 DIN53752

Self Ignition Temperature 550 ˚C ASTM D 1929
Flash Ignition Temperature 480 ˚C ASTM D 1929
Glow Wire Ignition Temperature (3 mm) 900 ˚C IEC 60695-2-13

8 noitceS 8102-9.veR /3102-49 LU0-V)mm 3( lacitreV ,ruoivaheB gninruB
7 noitceS 8102-9.veR /3102-49 LUBH)mm 5.1( latnoziroH ,ruoivaheB gninruB

Continuous Service Temperature 110 ˚C
Short Term Service Maximum Temperature 120 ˚C

C˚062-002egnaR gnidluoM

OPTICAL
Light Transmission Clear (3mm) 88 % 520nm
Light Transmission Grey (3mm) 50 % 520nm
Light Transmission Opal (3mm) 20 % 520nm

n95.1xednI evitcarfeR D DIN5036-3

28741 OSI%6.1<ezaH

Product Disclaimer:   .gnihsilbup fo emit eht ta egdelwonk ruo fo tseb eht ot atad etarucca dna elbailer sedivorp noitamrofni sihT
  .snoitseggus ro snoitadnemmocer yna ekam ot elbanu era ew ,noitacilppa dna esu fo snoitidnoc lortnoc ot ytilibani ruo ot euD

The EGR Group (Oakmoore Pty Ltd) assumes no liability for use of information presented herein. 374-011220


