


Properties Value Test MethodUnit

Mechanical

Tensile Strength at Yield 60 MPa

45 MPa

ASTM D638

ASTM D638Tensile Strength at Break

Elongation at Break 9 %

2880 MPa

ASTM D638

ASTM D638Tensile Modulus

Flexural Strength 112 MPa

2800 MPa

ASTM D790-Procedure BI

ASTM D790-Procedure BIFlexural Modulus

Izod Impact Strength, Notched (3.0mm) 32 kJ/m2

117

ISO 180/1A

ASTM D785Rockwell Hardness, R-scale

Flammability

Glow Wire Ignition Temperature (3.0mm) 700 ° C

V-0

IEC 60695-2-13

UL 94 Section 8Burning Behaviour, Vertical (3.0mm)

Horizontal Burning Rate of Materials Pass

Pass

ECE R118 Annex 6

ECE R118 Annex 7Melting Behaviour of Materials

Vertical Burning Rate of Materials Pass ECE R118 Annex 8

Thermal

Vicat Softening Temperature 102 ° C

87 ° C

ISO 306:2013

ISO 75-2:2013Heat Deflection Temperature, 1.82MPa

Coefficient of Linear Thermal Expansion 6.8 m/m.K x 10 -5 DIN53752

General

Density 1.18 g/cm 3

0.7 %

ISO 1183-1:2019  Method A

ISO 62Water Absorption
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Zenoloy 1000 FR (V0 PC/ABS) 

Scan For More Info

Product Disclaimer: This information provides reliable and accurate data to the best of our knowledge at the time of publishing.

Due to our inability to control conditions of use and application, we are unable to make any recommendations or suggestions.

The EGR Group (Oakmoore Pty Ltd) assumes no liability for use of information presented herein.
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